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Mechanical characteristics
cables

interface dimensions acc. to

assembly code
centre conductor
outer conductor

mating life

coupling torque

Components

centre contact

outer contact

other metal parts

insulator

gasket

Electrical characteristics
impedance

frequency

return loss

insertion loss
intermodulation

working voltage

voltage proof

insulation resistance

power

contact resistance centre contact
contact resistance outer contact

Environmental
operating temp.
protection class

~41.5

936

SW 32

hex 22
SW 22

4 40112080026

~65.5

924

Mechanische Eigenschaften
Kabel

Steckgesicht nach
Montageanleitung
Innenleiter
AuBenleiter
Steckzyklen
Kupplungsdrehmoment

Bauteile
Innenkontakt
AuBenkontakt
sonstige Metallteile
Isolierung

Dichtung

Elektrische Eigenschaften
Wellenwiderstand

Frequenz
Riickflussddmpfung
Einfligeddmpfung
Intermodulation
Betriebsspannung
Prifspannung
Isolationswiderstand
Leistungsiibertragung
Kontaktwiderstand Innenkontakt
Kontaktwiderstand AuBenkontakt

Umgebung
Betriebstemperatur
Schutzklasse

O)

G21:RF 1/2"-50, RFX 1/2"-50, HPL 50-1/2
5128 1/2", LCF 12-50, LDF4-50A, HFC 12D

IEC 60169-4

B05030A0298

clamp / Klemm

clamp / Klemm

>500

25-35 Nm

Materials / Material Finish / Oberfidiche
copper alloy / Kupferleg. Cu2Ag

brass / Messing Cu2Ag5, Cu2Nid5
brass / Messing Cu2Ni5

PTFE

silicone / Silikon

50 Q

0-3 GHz

typ.: 1 GHz —35 dB; 2.5 GHz — 35 dB
0.1 dB

< — 155 dBc 2x20 Watt 2.2 GHz

< 2.7 kVett / 50 Hz

/ 50 Hz
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